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BEFORE CONNECTING THE FAUCET TO THE WATER SUPPLY, FLUSH THE TUBING
THOROUGHLY TO ELIMINATE ANY RESIDUE.

 

CONGRATULATIONS ! 

THIS PRODUCT HAS BEEN SUBJECTED TO STRINGENT TESTS FOR ITS QUALITY, 

PERFORMANCE AND FINISH. WE GUARANTEE YEARS OF TROUBLE FREE OPERATION. 

WE THANK YOU FOR YOUR CHOICE AND ABOVE ALL FOR THE TRUST YOU ARE PLACING IN US.

THIS TRUST IN WHAT MOTIVATES US TO IMPROVE EVERY DAY. 

REQUIRED INSTALLATION TOOLS. 

               PROVIDED             NOT PROVIDED

Aerator tool

Allen wrench

(two different sizes)

Adjustable

wrench

Ruler

Sealant tape

Hacksaw
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 EXPLODED VIEW

FV203/J9.0
Wall-mounted lavatory set. 
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Spout
Connector

Threaded
bushing

Screw

Handle
Connector

Handle

Spout

Aerator tool

Screw

Allen
wrench

Screw

Allen
wrench

Allen
wrench



21

3 4

*

*

3

Handle installation. 
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INSTALLATION   LINE J9
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Spout installation. 
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MAINTENANCE   LINE J9

Aerator cleaning. 

Finished Installation. 



 Notes
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FRANZ VIEGENER reserve the right to make revisions without notice in the design of faucets and bathroom accessories or in packaging.
FOLFV203/J90  / Edition No 1 _ Septiembre, 2014.

FRANZ VIEGENER

4000 Porett Drive   Gurnee Illinois 60031 
Phone 847-244-1234 / Fax 847-244-1259   

a FV S.A. Company
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